




EXTERIOR WINDOW AND CLERESTORY REPLACEMENT SCHEDULE (ALL ALUM)
NOTE: VERIFY ALL OPENINGS PRIOR TO ORDERING ANY MATERIAL

MARK NOMINAL SIZE   W X H WITH PLAN REFERENCES USE EXISTING CONFIGURATION FRAME DETAILS SHEET A‐301 REMARKS

A 2'‐8" X 6'‐7"  ELEVS, DET 3/A‐16 NO ‐ SEE NEW DETAILS SHEET A‐301 301.1 / 301.2 NEW FIXED GLASS STOREFRONT
AE 2'‐8" X 6'‐7"  ELEVS, DET 3/A‐16 NO ‐ SEE NEW DETAILS SHEET A‐301 301.1 / 301.2 NEW SINGLE HUNG REPLACEMENT WINDOW AS SPEC ‐ EGRESS PER CODE
B ONE AT 16'‐0" X 1'‐11", TWO AT 12'‐0" X 1'‐11", A‐4,  A‐5 NO ‐ SEE NEW DETAILS SHEET A‐301 301.1 / 301.2 NEW FIXED GLASS STOREFRONT
C 2'‐8" X 6'‐7",  DETAIL 3, A‐5 NO ‐ SEE NEW DETAILS SHEET A‐301 301.1 / 301.2 NEW FIXED GLASS STOREFRONT
CE 2'‐8" X 6'‐7",  DETAIL 3, A‐5 NO ‐ SEE NEW DETAILS SHEET A‐301 301.1 / 301.2 NEW SINGLE HUNG REPLACEMENT WINDOW AS SPEC ‐ EGRESS PER CODE
D 5'‐4" X 6'‐7"  A‐3, A‐10 EXT ELEV YES 301.1 / 301.2 NEW FIXED GLASS STOREFRONT
E  TWO AT 25'‐4" X 2'‐8"   A‐3, A‐9 YES 301.1 / 301.2 NEW FIXED GLASS STOREFRONT
F TWO AT 23'‐2" X 4'‐0", A‐5, A‐9 YES 301.1 / 301.2 NEW FIXED GLASS STOREFRONT
G THREE AT 31'‐4" X 4'‐0",  A‐5, A‐9, A‐11 YES 301.1 / 301.2 NEW FIXED GLASS STOREFRONT
H TWO AT 32'‐0" X 4'‐0", A‐5, A‐11 YES 301.1 / 301.2 NEW FIXED GLASS STOREFRONT
J 8'‐2" X 14'‐5", A‐4, 1/A‐9, 4/A‐9, 6/A‐18 (USE CURTAIN WALL) YES 301.1 / 301.2 NEW FIXED GLASS REP ‐ USE "ALCLAD" 1" INSUL PANELS WHERE "COMPOSITE" PANELS ARE SHOWN
K 28'‐0" X 14'‐5", A‐4, 1/A‐9, 4/A‐9, 6/A‐18 YES 301.1 / 301.2 NEW FIXED GLASS REPLACEMENT ‐ USE "ALCLAD" 1" INSULATING PANELS WHERE "COMPOSITE" PANELS ARE SHOWN ‐ USE CURTAIN WALL AS SPEC.

1
2 USE EXISTING WINDOW LITE CONFIGURATIONS EXCEPT AS NOTED AND DETAILS ON NEW SHEET 3
3 ALL GLASS BESIDE DOORS TO BE INSULATED IMPACT RESISTANT
4
5
6
7
8
9
10
11
12

WINDOW AND STOREFRONT REPLACEMENT NOTES

REFERENCE EXISTING DRAWING FLOOR PLAN SHEETS 3, 4, 5 AND EXTERIOR ELEVATIONS 9, 10, 11, AND ALL DETAILS / SECTIONS

REPAIR ALL DAMAGED OR DISTURBED CONSTRUCTION TO PRE‐EXISTING CONDITION
PROVIDE ALL FLASHINGS AND SEALANT REQUIRED FOR A COMPLETE WEATHERTIGHT INSTALLATION

1
2 ALL GLASS IN DOORS TO BE IMPACT RESISTANT. ALL GLASS BESIDE DOORS TO BE INSULATED IMPACT RESISTANT
3
4
5
6
7
8
9
10
11
12

NOTES AND GENERAL AND SPECIAL HARDWARE REQUIRED FOR DOOR REPLACEMENTS

ALUMINUM DOORS ‐ SEE SPECIFICATIONS FOR HARDWARE NOT INDICATED ABOVE
PROVIDE CYLINDERS FOR KEYED MULLIONS SUPPLIED BY ALUMINUM DOOR SUPPLIER
PROVIDE SOLID WOOD BLOCKING FOR DOOR STOPS AND HOLD OPEN DEVICES
EXIT DEVICES AT EXTERIOR DOORS TO BE NL WITH PULL
EXIT DEVICES AT INTERIOR DOORS TO BE CLASSROOM FUNCTION WITH LEVER

ALL DOORS TO RECEIVE CONTINUOUS HINGES AS SPECIFIED

ALL DOORS TO RECEIVE WALL OR OVERHEAD STOPS TO SUIT CONDITION OF USE. DOORS WITH MAGNETIC HOLD OPENS TO RECEIVE FLOOR STOPS.
PROVIDE CLOSERS WITH BACKSTOPS EXTERIOR DOORS AND TO SUIT CONDITION OF USE
EXTERIOR DOORS TO BE PROVIDED WITH WEATHERSTRIPPING AND THRESHOLDS
EXIT DEVICES TO BE PROVIDED WITH CYLINDERS
AT PAIRS OF DOORS, PULL SIDE, PROVIDE PULL  OR LEVER RIGHT SIDE ONLY

EXTERIOR DOOR AND FRAME REPLACEMENT SCHEDULE (ALL ALUM)
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NOTE: VERIFY ALL OPENINGS PRIOR TO ORDERING DOORS AND FRAMES

THK WID HT

1 1.75 36 87 A‐3 FLUSH FIBERGLASS FRP‐1 1 1 1 1 O
2 1.75 36 87 A‐3 FRP / VIEW GLASS FRP‐2 1 1 1 1 1 P
3 PAIR 1.75 36 82 A‐3 FRP / VIEW GLASS FRP‐5 1 2 1 1 2 2 1 NO USE REVISED "M"
51 PAIR 1.75 36 82 A‐5 FRP / VIEW GLASS FRP‐5 2 2 1 NO USE REVISED "B"
52 PAIR 1.75 36 82 A‐4 FRP / VIEW GLASS FRP‐5 2 2 2 1 NO USE REVISED "B"
67 PAIR 1.75 34 82 A‐5 FRP / VIEW GLASS FRP‐5 2 2 2 1 A
68 1.75 36 82 A‐5 FRP / VIEW GLASS FRP‐2 1 1 1 L
69 PAIR 1.75 36 82 A‐5 FRP / VIEW GLASS FRP‐5 1 2 1 1 2 1 NO USE REVISED "N"
70 PAIR 1.75 34 82 A‐5 FRP / VIEW GLASS FRP‐5 1 2 1 1 2 2 1 A
71 PAIR 1.75 47 82 A‐5 FLUSH FIBERGLASS FRP‐4 2 1 1 2 A
72 A‐5 THIS DOOR NOW PART OF 71 (PAIR)
73 1.75 36 82 A‐5 LOUVERED FRP FRP‐3 1 1 C
74 PAIR 1.75 34 82 A‐5 LOUVERED FRP FRP‐6 1 1 2 A
75 PAIR 1.75 26 82 A‐5 FLUSH FIBERGLASS FRP‐4 1 1 2 A
90 PAIR 1.75 34 82 A‐4 LOUVERED FRP FRP‐6 1 1 2 A
91 1.75 36 82 A‐4 FLUSH FIBERGLASS FRP‐1 1 1 1 1 L
100 VERIFY 1.75 36 82 A‐5 FRP / VIEW GLASS FRP‐2 1 1 1 C
101 VERIFY 1.75 36 82 A‐5 FRP / VIEW GLASS FRP‐2 1 1 1 1 1 C LOCKSET WITH ELECTRIC STRIKE

USE NEW FRAME CONFIGURATION 
PER SHEET A‐301

REMARKS
DOOR SIZE

MARK SHEET REFERENCE DESCRIPTION TYPE USE EXIST FRAME CONFIGURATION 
PER SHEET A‐7
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